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Product CodeHYD.06.60S5.H

TRANSMISSION TYPE

VEHICLE TYPE

Applications;
- Garbage Truck
- Crane Truck
- Dump Truck

 Kozmaksan Hyundai Power Take 
OFFs designed for Hyundai trucks. 
Kozmaksan Hyundai PTOs has Single output 
model, Side Mounting type option and 
available for UNI&ISO mounting housing 
or suitable for flange connections.
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A DIN 5463 6X21X25 - UNI 3 Bolt Output
B ISO 14 - DIN 5462 8X32X36 - ISO 4 Bolt Output
C Air Inlet R 1/4''
D Engage/Disengage Sensor (Opt.)
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DIN 5463 6X21X25 - UNI 3 Bolt Output
ISO 14 - DIN 5462 8X32X36 - ISO 4 Bolt Output

Engage/Disengage Sensor (Opt.)
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DIN 5463 6X21X25 - UNI 3 Bolt Output
ISO 14 - DIN 5462 8X32X36 - ISO 4 Bolt Output
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KTP50-55.3500 3.5 MT Control Cable and Lever

T07-004

T08-001

T04-019

M10X45 Stud 3 pcs

M10X1,5 Stud 6+3 pcs

Gasket (1mm)

AKP.PP.1 UNI TO ISO Adapter (Long)

T07-003

T08-006 M12 Nut 4 Pcs

M12X50 Stud 4 pcs

T04-002 80X80 Gasket 1mm10

11

T07-017 M10X50 Stud
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T12-029 Engage/Disengage Sensor (Opt.)
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